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Renewable Heating Solutions

Eurotech Eco4 Light low-profile heating-cooling system

Eco4 Light, low-profile heating or cooling is designed to fit over existing concrete or timber
floors increasing the overall height by 16mm to 25mm depending on the pipe size selected.
Eco4 Light, uses a thermal screed to fill the quick tray holding the heating pipes in position.

This screed creates a smooth floor for fast transfer of heating or cooling to the space.

The Eco4 Light reinforces the floor by allowing the thermal screed to fill the support pillars
in the panel and it is ready to heat the space in 3 days. Eco4 Light is ready for the finished
floor materials once heat has been applied. Stone-based floor finishes are ideal to transfer

cooling, heating may be transferred using a complete range of finishes.

Eurotech Eco4 Light, is laid over existing floors which must be cleaned and levelled to allow

the tray stick to the existing floor.

The quick tray is used to secure the pipes in position and
reinforce the floor when screeding is applied. There are a
a variety of options available including insulated or non-
insulated trays. Pipe sizes are also optional including
10mm —12mm — 16mm and 20mm. Pipe selection is based

on reaction time required.

Thermal grout is poured over the piping system following
a pressure test to transfer heating or cooling. The thin
floor section created by the screed allows the system
respond quickly, using less energy to create a higher level

of comfort.
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Eco4 Light laid directly to a slab or structural screed transfer heat quickly into the space

using low flow temperatures making it ideal for use with heat pumps.



